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Operating Instructions  
 
 
 

Multifunction system  
(30745, 30746, 30747, 30748, 30750, 30751,  
30760, 30779, 30842, 30946, 30938, 30947)  



 

 

 

Note!  

The battery test and charging systems ( 30860, 30861, 30862, 30863, 30864 ) re-
quire a continuous 4 -pole cable from the charging system, the cabling and the 
plug connection to the battery.  

Observe the Operating Instructions  for the corresponding BTL device.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Imprint:  

All Rights Reserved. Duplication of these instructions or parts thereof by any reproduction method 
whatsoever is prohibited without the prior permission of Industrieelektronik Pölz GmbH.  

These operating instructions do not represent a contractual relationship.  

We reserve the right to make changes, errors and omissions excepted.  

© Copyright 2025 Industrieelektronik Pölz GmbH  
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1 Introduction  

The multifunction system consists of the 
multifunction socket and the multifunction 
plug.  
 

1.1  Scope of supply  

Multifunction socket air, up to 400  V, data 
cable (30745 ) 

 
 
Multifunction plug air, up to 400 V, data 
cable 
 

• 7 m cable ( 30747 ) 

• 5 m cable ( 30746 ) – on request  

• 10 m cable ( 30748 ) – on request  
 
 

 

1.1.1  Responsibility  of the operator  

• Ensure that this document is kept in 
legible form and stored together with 
the multifunction system at all times.  

• Read the operating instructions care-
fully before using the system and ob-
serve the safety and warning instruc-
tions to ensure perfect operation of 
your multifunction system.  

• Use the multifunction system only in ac-
cordance with its intended use (see also 
Chapter 2.1  INTENDED USE ). 

• Keep the packaging materials (plastics, 
polystyrene, etc.) out of the reach of 
children as it represents a potential 
source of danger.  
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1.2  Customer service  

For technical information and queries as 
well as spare parts orders, please contact 
our local dealers or our customer service: 
office@poelz.at  

1.3  About these operating in-
structions  

These operating instructions are a compo-
nent of the scope of supply; you must al-
ways keep them in the same location as the 
multifunction system.  

1.4  Explanation of symbols and 
instructions  

 

This device must not be disposed of with 
normal domestic refuse. In accordance 
with official regulations, this device must 
be disposed of in an appropriate recycling 
process, according to European Directive 
WEEE 2012/19/EU Waste Electrical & Elec-
tronic Equ ipment.  

 

The CE label certifies that your 
device satisfies the safety re-
quirements of the EU Low 
Voltage Directive 2014/35/EU 
and EMC Directive 
2014/30/EU.  

 

 

This symbol warns you of a 
hazardous location. This signal 
word describes the severity of 
the imminent danger.  

Danger!   

Personal injury can occur in the 
case of incorrect handling.  

Caution!  

Damage to equipment or prop-
erty can occur in the case of in-
correct handling.  

 

 

Danger, electrical hazard!  

This symbol warns you of an 
electrical hazard.  

Touching live parts can lead to 
injury or even be fatal.  

 

 

Fire hazard!  

This symbol warns you of a fire 
hazard.  

 

 

Note!  

This symbol indicates tips and 
useful information on han-
dling the cable reel in the best 
possible way.  

  

mailto:office@poelz.at
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2 Safety Information  

The multifunction system has been manu-
factured and inspected in accordance with 
valid standards and guidelines and recog-
nized technical regulations. However, in-
correct use can lead to physical harm to us-
ers or damage to the multifunction system 
or other ma terial assets. 

Always comply to the letter with the safety 
information and warnings given in these 
operating instructions.  

2.1  Intended use  

The multifunction system is intended for 
use in the areas of application below:  
 

• As a power supply for charging of 
emergency vehicles (rescue, paramed-
ics, disaster relief organisations, fire bri-
gade, etc.)  

• As a compressed air supply for trucks  

• As a self -releasing plug connector  

• As power supply for locomotive pre-
heating  

• As a power supply to the heater mat 
(silo heater) of tankers  

2.2  Demands on the  
personnel  

• The multifunction system must be in-
stalled by qualified specialist personnel.  

• Maintenance work on the multifunc-
tion system must only be carried out by 
qualified specialist personnel.  

• Industrieelektronik Pölz GmbH assumes 
no liability in the event of unqualified 
installation or maintenance.  

2.3  Safety -relevant ambient 
conditions  

• Temperature range in use from  
-30 °C to +75 °C  

• Stable ground that can withstand the 
loads 

• Protection class multifunction socket 
IP65 closed IP54 plugged -in state 

• Protection class multifunction plug IP20 
open IP54 plugged -in state 

2.4  Safety -relevant  
information  

 

Caution!  

When the vehicle is started up, 
the supply cable is ejected.  

This can cause the clutch and 
cable to oscillate.  

Keep an appropriate distance 
from the vehicle.  

 

 

Note!  

The mains connection of the 
system cables is designed as a 
5×2.5  mm² version and may be 
loaded with a maximum of 
20  A. 
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3 Technical data  

3.1  General specifications  

Supply voltage  
400 / 230 VAC, 20 A 4 -pin + PE  

24  VDC, 16  A, 4 -pin 

Compressed air  12 bar – 4 mm  

System cables  

MUNFLEX  Special -X 1 TPU hose 6.0 / 
4.0mm+Li12Y11Y (4×0.34C)+4×1.0+ 
10×2.5mm² -31Y11Y  

ÖLFLEX  CLASSIC 110,  

Control cable 4×1.5mm² without PE 1119904  

400 V (230 V) - 5 × 2.5 mm² / 20 A  
24 V - 4 × 2.5 mm² / 16 A  

1 × 2.5 mm² (reserve)  
Pilot contacts – 4 × 1.0 mm²  

Data cable – 4 × 0.34 mm²  

Compressed air – 1 × 6 mm  
(internal diameter 4 mm)  

Trigger mechanism  12 V / 24 V 2 -pin 

Charge indicator light  12 V / 24 V 2 -pin 

Material Plastic 

Degree of protection  

Multifunction socket :  
IP65 closed IP54  plugged -in state 

Multifunction plug :  
IP20 open IP54 plugged -in state 

Protection class  II 

Degree of contamination  Class 2  

Temperature range  -30 °C to +75 °C  

Cable clamp on plug  9,0 - 14.0 mm / 12,0 - 20.0 mm  

Dimensions (W × H × D)  

Multifunction socket:  
100 mm × 139 mm × 135 mm  

Multifunction plug: 62 mm × 76 mm × 134 mm  

Overall weight  
Multifunction socket 0.9 kg  

Multifunction plug 0.27 kg  
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3.2  Dimensions of multifunction socket  

 
3.3  Section of multifunction socket  

 

10 

135  

4
2

 

 110  

Installation depth 200  
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3.4  Dimensions of multifunction plug  
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4 Installation  

 

Danger!  

Installation work may only be 
carried out by qualified persons 
who have been assigned to 
carry out this work.  

Incorrect installation can lead to 
a negative effect on function 
and to voiding of the warranty.  

 
Always follow the steps and instructions 
below.  

4.1  Installing the multifunction 
socket  

For vehicle installation  
 
Fasten the multifunction plug in such a way 
that it can be ejected freely.  
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Uncontrolled ejection must not take place 
to avoid damage to the multifunction sys-
tem or other objects (vehicles, furniture, 
etc.). 
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4.2  System cable connection diagram  

 
  



 OPERATING INSTRUCTIONS  Multifunction system  

 

13 
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4.3  Pole pattern of multifunc-
tion socket: View of mating 
side  

 

 
 
 

4.4  Pole pattern of multifunction plug:  
View of mating side  
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4.5  Drilling template 

The enclosed drilling template is used to in-
stall the multifunction socket.  
 

• Tolerance +/ - 0.5 mm  

• Scale 1:1  
 
 

 

Note!  

Check the dimensions before 
installation!  

 
You can download the true -to-scale drilling 
template from the website: 
https://poelz.at/downloads/ 
 

(symbolic image)  
  

https://poelz.at/downloads/


 

30829_Operating Instructions_Multifunction system_English_ 21.10 .2025  

 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Central  office Germany  
Industrieelektronik Pölz GmbH  IEP Pölz GmbH  
Großendorf 122  Laufener Straße 15a  
4551 Ried im Traunkreis, Austria  83395 Freilassing, Germany  
 
Tel.: +43 (0)7588 – 70 122  Tel.: +49 (0)8654 – 478 670  
Fax: +43 (0)7588 – 70 125  Fax: +49 (0)8654 – 478 673  
E-Mail: office@poelz.at  E-Mail: office@poelz.at  

mailto:office@poelz.at

