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Multifunction system  
(30745, 30746, 30747, 30748,  

30750, 30751, 30760,30779,  
30842, 30946, 30938, 30947)  

 

  
  

 

Intended use  

Areas of application  

• As a power supply for charging of 
emergency vehicles (rescue, paramed-
ics, disaster relief organisations, fire bri-
gade, etc.)  

• As a compressed air supply for trucks  

• As a self -releasing plug connector  

• As power supply for locomotive pre-
heating  

• As a power supply to the heater mat 
(silo heater) of tankers  

Demands on the personnel  

• The multifunction system must be in-
stalled by qualified specialist personnel.  

• Maintenance work on the multifunc-
tion system must only be carried out by 
qualified specialist personnel.  

• Industrieelektronik Pölz GmbH assumes 
no liability in the event of unqualified 
installation or maintenance.  

Safety -relevant ambient conditions  

• Temperature range in use from  
-30 °C to +75 °C  

• Stable ground that can withstand the 
loads 

• Protection class multifunction socket 
IP65 closed IP54 plugged -in state 

• Protection class multifunction plug IP20 
open IP54 plugged -in state 
 

 

Caution!  

When the vehicle is started up, 
the supply cable is ejected.  

This can cause the coupler and 
cable to oscillate.  

Keep an appropriate distance 
from the vehicle.  

 

 

Note!  

The mains connection of the 
system cables is designed as a 
5×2.5  mm² version and may be 
loaded with a maximum of 
20  A. 
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Technical data  

Supply voltage  
400 / 230 VAC, 20 A 4 -pin + PE  

24  VDC, 16  A, 4 -pin 

Compressed air  12 bar – 4 mm  

System cables  

MUNFLEX  Special -X 1 TPU hose 6.0 / 
4.0mm+Li12Y11Y (4×0.34C)+4×1.0+ 
10×2.5mm² -31Y11Y  

ÖLFLEX  CLASSIC 110,  

Control cable 4×1.5mm² without PE 
1119904  

400 V (230 V) - 5 × 2.5 mm² / 20 A  
24 V - 4 × 2.5 mm² / 16 A  

1 × 2.5 mm² (reserve)  
Pilot contacts – 4 × 1.0 mm²  

Data cable – 4 × 0.34 mm²  
Compressed air – 1 × 6 mm  

(internal diameter 4 mm)  

Trigger mechanism  12 V / 24 V 2 -pin 

Charge indicator light  12 V / 24 V 2 -pin 

Material Plastic 

Degree of protection  

Multifunction socket:  
IP65 closed IP54 plugged -in state 

Multifunction plug:  
IP20 open IP54 plugged -in state 

Protection class  II 

Degree of contamination  Class 2  

Temperature range  -30 °C to +75 °C  

Cable clamp on plug  9,0 - 14.0 mm / 12,0 - 20.0 mm  

Dimensions (W × H × D)  
Multifunction socket:  

100 mm × 139 mm × 135 mm  

Multifunction plug: 62 mm × 76 mm × 134 mm  

Overall weight  
Multifunction socket 0.9 kg  

Multifunction plug 0.27 kg  
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